Maiman Serenity Wood Door
ASSA ABLOY

Final Assembly: Springfield, MO, USA
Life Expectancy: 20 Years
End of Life Options: Take Back Program, Salvageable/Reusable In Its Entirety, Landfill (100%)

Ingredients:

Rails/Stiles/Core Frame: FSC Certified Wood, Polymeric Diphenylmethane Diisocyanate, Paraffin Wax; Core (OSB): FSC Certified Wood, Phenol Formaldehyde Resin, Polymeric Diphenylmethane Diisocyanate, Paraffin Wax, Aluminum Foil; Core (Drywall): Calcium Sulfate Dihydrate, Crystalline Silica, Cellulose, Fiberglass; Core (Barymat): Polyethylene Vinyl Acetate (EVA) Barymat; Core (3MM Insert): Soft Wood Dust, Methylene Diphenyl Diisocyanate, Paraffin Wax; Core Glue/Fire Caulk: Aluminum Hydroxide; Edge Banding: Paper, Acrylonitrile/Butadiene/Styrene Resin, Mineral Oil, Wax, Styrene Monomer, Ethyl Benzene; Edge Banding Glue: Methylene Bisphenyl Diisocyanate, Talc, Polyurethane; Cross Band: Wood Dust, Urea Formaldehyde Resin, Ammonia, Wax, Melamine; Door Skin Glue: Polyester, Methylene Bisphenyl Diisocyanate, Diphenylmethane-2, 4-Diisocyanate, Polyurethane; Resin: Formaldehyde, Paper

Living Building Challenge Criteria:

- ASA-2013  EXP. 01 OCT 2018
- VOC Content: N/A  VOC Emissions: CDPH Compliant
- Declaration Status  
  □ LBC Red List Free  
  □ LBC Compliant  
  ■ Declared

MANUFACTURER RESPONSIBLE FOR LABEL ACCURACY
INTERNATIONAL LIVING FUTURE INSTITUTE™ declareproducts.com