Fiberglass Windows
Cascadia Windows Ltd.

Final Assembly: Langley, BC, Canada
Life Expectancy: 80+ years
End of Life Options: Recyclable (85%), Landfill (15%)

Ingredients:
Glass (Valley, WA); Fiberglass (Shawnee, OH): Glass Strand Mats, Polyester Resin, Styrene, Polyethylene Acetate, Di-(4-Tert-Butylcyclohexylperoxydicarbonate), Tert-Butylperoxy-2-Ethylhexanoate, Fatty Acid Esters (Oil), Stoddard Solvent, Calcium Carbonate, Clay (Alumina); Silicone Sealant: Pigment Blue 15, Carbon Black, Titanium Dioxide, Quartz, Cobalt Titanite Green Spinel, Octamethylcyclotetra-Siloxane; Acrylic Paint: Propylene Glycol n-Butyl Ether, Triethanolamine, Amorphous Silica, Homopolymer of Hexamethylene Diisocyanate (HDI), Polyisocyanate Based on HDI; Weep Hole Covers: Polycaprolactam, Polyamide-6, Nylon 6 Shear; Blocks: Nylon; Hardware: Stainless Steel; Insulation: EPS - Styrofoam

Living Building Challenge Criteria:

- CAW-2002
- EXP. 01 JUL 2018
- VOC Content: N/A
- VOC Emissions: N/A
- Declaration Status
  - LBC Red List Free
  - LBC Compliant
  - Declared