FiberWall™ Series 458
Casement/Awning
DUXTON Windows & Doors

Final Assembly: Winnipeg, MB, Canada
Life Expectancy: 30 Years (Ltd Mfg Warranty: 20 Yrs)
End of Life Options: Recyclable (88% where recycling facilities exist), Landfill (12%)

Ingredients:
Float Glass; Glass Coating: Zinc Oxide; Inert Gas Fill: Argon; IG Spacers: Iron, Chromium, Manganese, Nickel, Silicon, Molybdenum, Copper; Frame/Sash Pultrusions: Glass Fibers/Glass Strand Matts, Polyester Resin, Styrene, Polyethenyl Acetate, Di-(4-Tert-Butylcyclohexyl Peroxydicarbonate), Tert-Bulyperoxy-2-Ethylhexanoate, Fatty Acid Esters (Oil), Calcium Carbonate, Clay (Alumina); Shear Blocks: Polyamide, Fiberglass Wool; Foam Insulation: Polystyrene Thermoplastic; Glazing Stops: Aluminum; Glazing Rubber: EPDM, Polypropylene; Nailing Fin & Brickmould Accessories: Aluminum; Fasteners: Stainless/Galvanized Steel; Primary & Small Sash Weatherstrip: EPDM; Secondary Weatherstrip: EPDM, Polypropylene; Hardware: Zinc (Die-Cast), Stainless Steel; Glazing & Frame Sealant: Silicone Polymer/Plasticizer, Limestone, Butan-2-One O,O',O” -(Methylsilylidyne) Trioxime, N-(3-Trimethoxysilyl)Propyl Ethylenediamine, Butan-2-one O,O',O” -(Vinylsilylidyne) Trioxime; Urethane Foam: Non-Hazardous Proprietary Blend (0.04%)

1LBC Temp Exception I10-E4 Proprietary Ingredients <1%

Living Building Challenge Criteria:

<table>
<thead>
<tr>
<th>Declaration Status</th>
<th>VOCC002</th>
<th>EXP: 01 APR 2018</th>
<th>VOC Content: N/A</th>
<th>VOC Emissions: N/A</th>
</tr>
</thead>
<tbody>
<tr>
<td>LBC Red List Free</td>
<td>LBC Compliant</td>
<td>Declared</td>
<td></td>
<td></td>
</tr>
</tbody>
</table>