FiberWall Swinging Door - Full Glass Duxton Window & Doors

Final Assembly: Winnipeg, MB, Canada
Life Expectancy: 30 Years (Ltd Mfg Warranty: 20 Yrs)
End of Life Options: Salvageable/Reusable in its Entirety

Ingredients:
Fiberglass Skin/Stops/Pultrusions: Glass Fibers/ Glass Strand Matts, Polyester Resin, Styrene, Polyethylene Acetate, Di-(4-Tert-Butylcyclohexyl Peroxydicarbonate), Tert-Bulylperoxy-2-Ethylhexanoate, Fatty Acid Esters (Oil), Calcium Carbonate, Clay (Alumina); Insulating Polyurethane Foam: Urethane Pre-Polymer Blend (0.64%); Diphenylmethane Dilsocyanate (MDI), Polymethylene Polyphenyl Isocyanate (PMDI), Isobutane, Dimethyl Ether, Propane; Hardwood Maple Caps; Laminated Strand Lumber: Western Red Cedar Wood, Polymeric Diphenylmethane Dilsocyanate, Co-Binder (0.13%); Composites: Recycled Wood Fiber, Recycled Polyethylene; Hot Melt Adhesive: Polyurethane; Frame Clips: Nylon; Float Glass; Glass Coating: Zinc Oxide; Inert Gas Fill: Argon; Fiberglass Wool; Foam Insulation: Polystyrene Thermoplastic; Nailing Fin: Aluminum; Sill Connector: Aluminum; Decking Composite: Wood Fiber, Polyethylene, Zinc Borate; Sill: Aluminum, Polypropylene, Steel; Corner Pads: Urethane; Weatherstrip: Polyethylene, Polypropylene, Urethane; Sweep: Ethylene Propylene Diene Monomer, Polypropylene; Strike Plates: Stainless Steel; Hinges: Stainless Steel; Fasteners: Stainless Steel; Frame Sealant: Silicone Polymer/Plasticizer, Limestone, Butan-2-One O,O’,O” -(Methylsilylidyne) Trioxime; Paint/Enamel Coating: n-Butyl Acetate

1'LBC Temp Exception 110-E4 Proprietary Ingredients <1%

Living Building Challenge Criteria:

- DUX-0004
- EXP. 01 OCT 2018
- VOC Content: N/A
- VOC Emissions: N/A
- LBC Red List Free
- LBC Compliant
- Declared

MANUFACTURER RESPONSIBLE FOR LABEL ACCURACY
INTERNATIONAL LIVING FUTURE INSTITUTE™ declareproducts.com