Vertical Acting Wide Span Opening Protectives
McKeon Door Company

Final Assembly: Bellport, NY, USA
Life Expectancy: 50 Years
End of Life Options: Recyclable (90%), Landfill (10%)

Ingredients:

Doors and Frame: Carbon Steel; Electronic Operator: Small Electrical Components; Powder Coating: Aluminium Hydroxide, Titanium Dioxide, Barium Sulphate, Tris(2,3-Epoxypropyl) Isocyanurate, Proprietary Ingredient (0.15%-0.675%)

1 LBC Temp Exception II0-E2 Small Electrical Components
2 LBC Temp Exception II0-E4 Proprietary Ingredients <1%

Living Building Challenge Criteria:

<table>
<thead>
<tr>
<th>MCK-2002</th>
<th>EXP. 01 OCT 2018</th>
</tr>
</thead>
<tbody>
<tr>
<td>VOC Content: N/A</td>
<td>VOC Emissions: N/A</td>
</tr>
</tbody>
</table>

Declaration Status
- [ ] LBC Red List Free
- [x] LBC Compliant
- [ ] Declared

MANUFACTURER RESPONSIBLE FOR LABEL ACCURACY
INTERNATIONAL LIVING FUTURE INSTITUTE™ declareproducts.com