Architectural Series Flush Door - Fire Rated Mineral Core w/ Wood Face Oregon Door

Final Assembly: Winston, OR, USA
Life Expectancy: 20 Years
End of Life Options: Take Back Program (Habitat for Humanity ReStore, Various Locations)

Ingredients:

Mineral Core: Perlite, Gypsum (Calcium Sulfate), Portland Cement, Crystalline Silica (Quartz), Polyvinyl Alcohol, Continuous Filament Glass Fibers; Stiles: Perlite, Calcium Sulfate Dihydrate, Portland Cement, Crystalline Silica, Wood Dust, Cellulose; Rails: Calcium Sulfate Dihydrate, Cellulose, Continuous Filament Glass, Crystalline Silica, Vermiculite; PVA Glue: Water, Poly Vinyl Acetate, Proprietary (<0.10%); Veneer Door Skins w/HDF Back: Wood Dust, Soft Woods, Slack Wax, Petroleum, Ammonia

1LBC Temp Exception I10-E4 Proprietary Ingredients <1%

Living Building Challenge Criteria:

<table>
<thead>
<tr>
<th>ORD-0004</th>
<th>EXP. 01 NOV 2018</th>
</tr>
</thead>
<tbody>
<tr>
<td>VOC Content: N/A</td>
<td>VOC Emissions: CDPH Compliant</td>
</tr>
</tbody>
</table>

 Declaration Status

- LBC Red List Free
- LBC Compliant
- Declared